D 250 AHG
D 230 AHGA
D 390 AHG
D 400 AHG
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D 250 AHG 2.500kg
D 250 AHGA 2500kg
D 350 AHG 3.500kg
D 400 AHG 4.000 kg

DIMENSIONS
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D 250 AHGA

TeckNicAL sPeciFicaTions [ D 350 AHG D 400 AHG
Load capacity (Kg) 2500 | 3500 | 4000
Unloading system Hydraulic, 180° rotating Hydraulic tipping Hydraulic, 180° rotating
Chassis Articulated and oscilating
Hopper capacities (/) Water 818 817 1050 1350
Levelled 1200 1246 1726 2163
Heaped 1910 2063 2731 2941
Engine Diesel Kubota V2403M
Power acc./SAE J 1995 (KW/HP) 36.5/49.6
N° of Cylinders 4
Cooling system Water
Traction 4 x 4 permanent
Transmission 2-speed hydrostatic.
Front-reverse direction electro-hydraulic operated.
Axles with planetary reduction on differential output
Engine starting system Electric
Speed (max.) (km/h) 20 21
Unladen weight (Kg) 2650 [ 2960 2780 [ 2830
Gradient negotiable (with full load) 70 % 54% \ 49%
Hydraulic circuit Gear pump of 12 cc.
Working pressure 180 bar
Tyres Front 10,0/75-15.3 11.5/80-15.3 (14 PR)
Rear 10,0/75-15.3 11.5/80-15.3 (14 PR)
External turning circle 4225 4330 4680 4720
Steering Hidraulic
Working pressure 110 bar
Tank capacity (/) Fuel 44
Hydraulic fluid 40

Service brake

Qil-immersed, multidisc,
hydraulically operated

Parking brake

Qil-immersed, multidisc,
mechanically operated

STANDARD EQUIPMENT

Foldable ROPS arch

Anti vandal system

Ergonomic seat with safety belt

Rotating beacon

Audible reverse warning

OPTIONAL EQUIPMENT

Lighting equipment

Towing hitch

Electronic antitheft protection system
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AUSA reserves the right to make any changes in the specifications without prior notice.




